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Heart Acoustic V-pattern Deco panel

Design: AcouHeart Co,, Ltd.
Application(s): Walls/Ceiling/Decoration

Composition & Pattern

Composition: 100%PET(60% recycled)
Pattern: ArrowEdge/HaloLine/SWAP/SLASH/Stone/etc...

Colours Available: 60

Dimensions & Weight

600 ; R 600

Thickness: 9mm/12mm/24mm (+/-3mm), | ]

Size: 600x1200mm/600x600mm/etc... 1

(Unit of Weight(kg): Depend on Thickness

600
600

Environmental Attributes

Declare Certification

Release of asbestos NPD

Heart Acoustic Panel achieves IS0 16000-9:2024 &IS0 16000-6:2021
& 1S016000-3:2022: TVOC Emissions Rate:

<121ug/m3, and Formaldehyde Emissions Rate: NPD

Phenol and Formaldehyde Free

Durability >15Years
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Perfomance

Acoustic Performance Standard Test Method:

AS ISO 354:2006(R2016), AS ISO 11654:2002(2016), ASTM C423 - 17

Noise Reduction Coefficient (NRC) Result:

Direct fix: 0.45, 20mm air gap: 0.60, 50mm air gap: 0.75

Sound Absorption Average (SAA) Result:

Direct fix: 0.43, 20mm air gap: 0.61, 50mm air gap: 0.75

Weighted Sound Absorption Coefficient ( « w) Result:
Direct fix: 0.30 (MH), 20mm air gap: 0.45 (MH), 50mm air gap: 0.60 (MH)

Additional Acoustic Information:

Noise reduction coefficient result key: H = High Frequency / MH = Mid to High Frequency

Color fastness to artificial light: 6-7

Light Reflectance Standard Test Method: ASTM E1477

Dimensions & Weight

Use a dry mop or vacuum to remove dust. Feltfon is approved for 70%
alcohol products.
For greasy stains, fruit, wine and coffee, use synthetic cleaning fluid

without ammoniac.Blood is removed with cold water.



